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BUSSOLE CHROM-VANADIUM - SATINATE LUNGHE - SURFACE
DRIVE

Articolo

mm

LUNG.
mm

Descrizione

BGS2964 4 50 BUSSOLA CV SATIN.LUNGA ATT.1/4" SD 4MM L.50 1

BGS2965 5 50 BUSSOLA CV SATIN.LUNGA ATT.1/4" SD 5MM L.50 1

BGS2966 6 50 BUSSOLA CV SATIN.LUNGA ATT.1/4" SD 6MM L.50 1

BGS2967 7 50 BUSSOLA CV SATIN.LUNGA ATT.1/4" SD 7MM L.50 1

BGS2968 8 50 BUSSOLA CV SATIN.LUNGA ATT.1/4" SD 8MM L.50 1

BGS2969 9 50 BUSSOLA CV SATIN.LUNGA ATT.1/4" SD 9MM L.50 1

BGS2970 10 50 BUSSOLA CV SATIN.LUNGA ATT.1/4" SD 10MM L.50 1

BGS2971 11 50 BUSSOLA CV SATIN.LUNGA ATT.1/4" SD 11MM L.50 1

BGS2972 12 50 BUSSOLA CV SATIN.LUNGA ATT.1/4" SD 12MM L.50 1

BGS2973 13 50 BUSSOLA CV SATIN.LUNGA ATT.1/4" SD 13MM L.50 1

BGS2974 14 50 BUSSOLA CV SATIN.LUNGA ATT.1/4" SD 14MM L.50 1

Caratteristiche

bussole chrom-vanadium - satinate lunghe - surface drive
• attacco: 1/4"
• impronta: surface-drive


	Fermec srl
	BUSSOLE CHROM-VANADIUM - SATINATE LUNGHE - SURFACE DRIVE
	Caratteristiche


